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Physical Dimensions(Unit: mm/inch)
, 420(16.55") ,

Dear Customers and Users:
Thank you very much for purchasing our product. In order to better understand
how to use this product safely, please read this instruction patiently and carefully.
And please keep the manual properly for future reference.Luminaire For Use In

Hazardous Locations
04 Series Installation And

Operation Instructions
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Warnings:
1. The product can be connected to a power supply of 100-277Vac or 277-480Vac 50/60Hz, as specified on the label
on the product.
2. DO NOT dismantle, modify or replace any internal electronic components. If you have any confusion during
installation, please contact local dealer or contact us directly.
3. Please be sure to turn off the power before installation, maintenance or any other actions that may touch the light.
4. DO NOT install the lights on the surface that is easy to be damaged and deformed.
5. In no circumstances can this light be covered by thermal insulation or any other similar materials.
6. If emergency or abnormality occurs, please cut off the power firstly and contact your local dealer as soon as
possible..
7. The product is suitable for both indoor and outdoor use. Please do not touch the light while it is working.
8. Any installation and maintenance must be performed by certified electricians only.
9. Do not open the enclosure when the light is working.
10. Do not use this luminaire on an ungrounded circuit, otherwise it can cause a fatal electric shock.
11. Do not look directly at the LEDs when energized.
12. This product must be installed in accordance with the applicable installation code by a person familiar with the
construction and operation of the product and the hazards involved.

General Description:
The product is a Luminaire For Use In Hazardous Locations, its electrical parameters as below:
Input voltage: 100-277Vac, 50/60Hz or 277-480Vac, 50/60Hz.
Power: Refer to Table 1 for details.

And the suitable application location for it as below:
Class I Div.2 GR. A, B, C, D
Class II Div.1 GR. E, F, G
Class II Div.2 GR. F, G
Class III
Type NEMA 4X IP66
Suitable for Wet Locations
Non-recessed Marine Luminaire Outside Type
Different ambient temperature range should be observed for different models as below.
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Typical application sites are: Power Plants / Heavy Industrials Storage Facility /
Paper Mills Wastewater Treatment / Plants Loading Docks / Shipyards /
Chemical Processing Facility/ Petrochemical Processing Facility and so on.
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Temperature Code and Ambient Temperature RangeInput
Voltage

Rated
PowerItem Product modelProduct Specifications 150W 200W 240W

ClassI, Div. 2 Class II & Class III
Luminaire shipping

packing list
Input Voltage 100-277 Vac / 277-480 Vac, 50/60Hz 100-277Vac

277-480Vac
04-150

series Ta: 40°C to +65°C,T4A Ta: 40°C to +55°C,T4A1 150W
567x473x174mm(22.32x18.62x6.86")Outlook Dimensions

Name QTY
100-277Vac
277-480Vac

04-200
series

Luminaire Net Weight 13±0.3kg(28.6±0.66Lbs) Ta: 40°C to +55°C,T4 Ta: 40°C to +50°C,T4A2 200W
1 PC04 Series luminaire

Working Temperature See Table 1 for details Ta: 40°C to +45°C,T4100-277Vac
277-480Vac

04-240
series Ta: 40°C to +40°C,T4A04 Series Installation and

operation instructions
3 240W

1 PC Ta: 40°C to +40°C,T4AStoring Temperature -40°C to +70°C(-40°F to +158°F)

Construction Overview
This product is mainly composed of lamp shell, LED lamp board, lens, tempered glass, power supply, surge
protection device, wiring terminals, wires, support and fasteners. The lamp shell is composed of a heatsink, a
glass pressing plate and a power supply box cover plate. In order to ensure the protection level of this product,

there are sealing rings between the heatsink, the glass and the glass pressing plate, as well as between the
heatsink and the power box cover, which can effectively prevent dust and rain from entering. Power box cover
can only be opened during installation and maintenance.
This product comply with below standard:
UL 1598 wet locations
UL 1598A marine outside type
UL 8750 led safety
UL 844 hazardous locations
CSA Standard C22.2 No. 137
CSA Standard C22.2 No. 250.0

Model description
04-XXX-X-XX-XXX-XX-X-XX///RICAUTE -Options: WG=Wire Guard; GS=Glare Shield.

-Hub Qty: A=1pc; B=2pcs.

-Diffusion Material: CG=Clear Glass
-Beam Distribution:
001=F01601; 002=F01602; 003=F01603; 004=F01604;
005=F01605; 006=F01606;008=F01608; 009=F01609;
010=F01610; 011=F01611; 012=F01612; 013=F01613.

-CCT (K): 20=2000;...; 65=6500; Re=Red; Gr=Green; BI=Blue; Am=Amber
-Voltage: U=100-277Vac, 50/60Hz; V=277-480Vac, 50/60Hz;
-Lamp Wattage:150=150W; 200=200W; 240=240W
-Lamp Code: 04
-Series Constant:
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CAUTION: To Reduce The Risk Of Ignition Of Hazardous Atmospheres, Disconnect The Luminaire
From The Supply Circuit Before Opening. Keep Tightly Closed When In Operation.

Fig.3 Fig.4 Mounting of Luminaire
ATTENTION : Pour reduire le risque d'inflammation d'atmospheres dangereuses, debranchez le
luminaire du circuit d'alimentation avant de I'ouvrir. Garder hermetiquement ferme lors de ('utilisation

ONE PC HUB TWO PCS HUB Recommended
screw size: M10~M12 Rotatable angle

Safety Installation Guides
It’s very important to cut off the power before removing the fixtures. Also, installer needs to be a
qualified electrician. Remember, cut off power for at least 5 minutes then operate the removal.
•On-site installing
This manual is to provide the user with professional installation information, because the lamp is used in
dangerous areas, so the installation of qualified electrician is required. Please refer to the product label for
the specification of the lead-in thread, please select suitable conduit for installation.
•Adjustment and parameter setting
The minimum height of installation is 2 meters for this luminaire. For heating dissipation, please do not install
less than this height.
•Use and setting-up
All wires need to be tested for proper connection and safe installation before use. In order to avoid the risk of
electrical damage and installation safety problem, these jobs must be performed by a qualified electrician.
•Assembling and dismantling
Installer needs to read the instruction carefully before processing the assembling. Please feel free to contact
the manufacturer if there is confusion during the installation.

•Training instructions for a safe use
Regarding the wiring diagram, please refers to installation detailed instruction below. Normally, brown (or black)
wire connects to live wire, blue (or white) to neutral wire, green with yellow(or green) strips to the grounding.

Conduit opening A
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by loosening the screw. 45°
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Conduit opening B
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Fig.5
LED CIRCUIT(ONE PC HUB)

LJL
Green or Yellow/Green
(Ground)Blue or Black

(Negative) Input Side
(primary) Optional item:

Glare Shield Dimensions(Unit: mm/inch)
White or Blue
(Neutral)LED ARRAY LED Driver

Instructions For Installation Of Single Unit
Step 1: Turn off power before installation.
Step 2: Install the luminaire to the mounting surface by screws and the mounting holes on “U-shape” mounting
bracket (Fig.1).
Step 3: Open the cover board (Fig.2) of wiring compartment.
Step 4: Adjust the light angle of the luminaire by adjusting the hinge joint of the U shape bracket.
Step 5: Evenly apply corrosion-inhibiting grease to the threads (at least 4 threads), such as
High and Low Temperature Grease 7017-1B. Install qualified conduit entry device to the threaded conduct
opening, and wrench-tight (Please note that the torque of 3/4" NPT thread is 90N.m, and the torque of
M25X1.5 thread is 55N.m), and ensure that the enclosure protection level of the conduit connection
reaches IP66.
Step 6: Connect the Live, Neutral, Grounding wire from branch to the slots of terminal block, according to the
marking on terminal block. The specification of the cable on the line needs to be in the range of 18-12AWG.

Output Side
(secondary)Red or Brown

(Positive) Black or Brown
(Live) M5
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Input cable

Fig.6The wiring diagram of models 04-XXX-X-XX-XXX-XX-A-XX (ONE PC HUB) (Fig.3)Series, see Fig.5
for details. LED CIRCUIT (TWO PCS HUB)

Wire Guard- If provided, it would be
mounted on the luminaire. No
dditional installation is required.

Green or Yellow/Green
(Ground) Can also be installed by yourselfBlue or Black

(Negative)
M5The appearance of models 04-XXX-X-XX-XXX-XX-B-XX (TWO PCS HUB) Series, see Fig.4 for details.

NOTE: Maximum interconnection (daisy chain) load must not exceed 2000 W.(The specification of the cable on
the line needs to be in the range of 13-12AWG.). Install plug (provided) into (if present) the unused conduit
opening and wrench-tight. The wiring diagram, see Fig.6 for details.
Step 7: Before closing the cover board, check and make sure that the sealing ring is completely seated in the
sealing groove of the cover board. Then cover the cover board, and tighten the screws on the cover board with
a torque of 3.3N.m.

Input Side
(primary)

4PCSeWhite or Blue
(Neutral)

2 Nm

LED ARRAY LED Driver
Output Side
(secondary)Red or Brown

(Positive) Black or Brown
(Live)

Earth Lug

Terminal BlocksBlue or White (Neutral) Yellow/Green or
GREEN (Ground)\ I ® 0t 0]Fig.1 Fig.2 cm/Surge Protection

Device
GRH

si/ I0«l III 0 I
U w IIBrown or Black(Live)o.

Screw
U Shape mounting bracket

Yellow/Green or GREEN
(Ground)Cover board Blue or White (Neutral)

nar 1 Yellow/Green or GREEN (Ground) Brown or Black(Live) Blue or White (Neutral)
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Output cable

(Connect the next light fixture)
(Through conduit opening B)

Notice: Conduit opening B should be blocked with plugs (provided) when not in use.
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Input cable
(Through conduit opening A)
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