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Certifications:

Class |, Division 1, GM, B,C,D T6
Class I, Division 2, Group'A, B, C, D T4A

UL 50 / UL 50E / UL 508

UL1203

UL121201 \\ Class II, Division 1, Group E, F, G

C22.2 No. 94.1/C22.2No. 94.2 L\ Class I, Division 2, Group F, &

€22.2 No.25/ C22.2 No. 14 / Class Ill

C222No30  / || ExdbliCTeGb

C22.2 No.213 “ Ex tb I1IC T80°C Db \

CSA/UL 60079-0 / Zone 1, AEx db 1IC.T6 Gb

CSA/UL 60079-1 Zone 21, AEx tb IlIC, T80°C Db

CSA/UL @0’079-3 Type 4X \IP66 \

Typical application sites are: Chemical plant, oil and gas refineries, drilling rigs, petrochemical facilities, pulp and \
paper plant, foundries, waste and sewage treatment plant, pharmaceutical plant, mining, power generation, paint
spfay/%iths and where flammable vapors, gases, ignitable dusts, fibers or flying are present.

Physical Dimensions (Unit: mmlinch)

Conduit entry (4pcs)
NPT1/2" OR NPT3/4" OR NPT1"
OR M20X1.5 OR M25X1.5

102.5mm




Product Specifications

Model EXJBO1-X-XX
Max. Voltage (V) 550
Max. Current (A) 20, 30
Terminal size (mm?) 25,4
Max.Conductor cross section [mm?] (AWG) 4 (12), 6 (10)
Outlook Dimensions mm (inch) 150x150x123 (5.91"x5.91"x4.84")
Working Temperature -60°C to +70°C (-76°F to +158°F)
Storing Temperature -60°C to +70°C (-76°F to +158°F)

Model description
EXJB 01-X-XX

Current: 20=20A ; 30=30A

Thread Spec.: A=NPT3" ; B=NPTZ" ; C=NPT1"
D=M20x1.5 ; E=M25x1.5

Box Type

Series Constant: Explosion-proof Junction Box

Installation and Operation Instructions

Dear Customers and Users:
Thank you very much for purchasing our product. In order to better understand how to use this product safely, please
read this instruction patiently and carefully. And please keep the manual properly for future reference.

Warnings:

1. DO NOT dismantle, modify or replace any internal electronic components. If you have any confusion during
installation, please contact local dealer or contact us directly.

2. Please be sure to turn off the power before installation, maintenance or any other actions that may touch the
Junction Box.

3. DO NOT install the product on the surface that is easy to be damaged and deformed.

4. Under no circumstances can this product be covered with thermal insulation or any other similar materials.

5. If emergency or abnormality occurs, please cut off the power firstly and contact your local dealer as soon as
possible.

6. The product is suitable for both indoor and outdoor use.

7. Any installation and maintenance must be performed by certified electricians only.

8. Do not open the enclosure when the product is working.

Safety Installation Guides

It's very important to cut off the power before removing the fixtures. Also, installer needs to be a qualified electrician.
® On-site installing

This manual is to provide the user with professional installation information, because the product is used in dangerous
areas, so the qualified electrician is required. The inlet screw is NPT thread or metric thread (See the nameplate for
details), cable entry must be installed with certified cable gland or blanking plug.

® Use and setting-up

All wires need to be tested for proper connection and safe installation before use. In order to avoid the risk of electrical
damage and installation safety problem, these jobs must be performed by a qualified electrician.

® Assembling and dismantling

Installer needs to read the instruction carefully before processing the assembling. Please feel free to contact the
manufacturer if there is confusion during the installation.




® Training instructions for a safe use
Regards the wiring diagram please refers to installation detailed instruction below. Normally, brown (or black) wire
connects to live wire, blue (or white) to nature wire, green with yellow (or green) strips to the grounding.

CAUTION: FOR CLASS |, DIVISION 1 SEAL ENTRIES WITHIN 450mm.

ATTENTION : POUR LA CLASSE I, DIVISION 1, SCELLER LES ENTREES DANS UN MEME 450 mm.

CAUTION: To Reduce The Risk Of Ignition Of Hazardous Atmospheres,Disconnect The Junction Box From The
Supply Circuit Before Opening.Keep Tightly Closed When In Operation.

ATTENTION : Pour réduire le risque d'inflammation d'atmosphéres dangereuses, débranchez la boite de jonction du
circuit d'alimentation avant de I'ouvrir. Gardez-la bien fermée lors du fonctionnement.

Mounting of product

Input cable

CONDUIT HUB A
Input

® Wiring Diagram

Yellow/Green or GREEN(Ground)

Blue or White(Neutral)

Brown or Black(Live)

Terminal blocks
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Brown or Black(Live)

CONDUITHUB B
Output cable

1 Brown or Black(Live)

N K Blue or White(Neutral)

CONDUIT HUB D
Output cable

Blue or White(NeutraI)j I
N~

(Connect the next equipment)
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(Connect the next equipment)

Yellow/Green
or GREEN(Ground)

Yellow/Green
or GREEN(Ground)

GREEN(Ground)(provided)

Earth Lug

Housing of equipment

Yellow/Green
or GREEN(Ground)

Blue or White(Neutral

Brown or Black(Live)

CONDUIT HUB C
Output cable

(Connect the next equipment)

Table 1
. : Max. Conductor | Max. Number Max. Number
Terminal size | Max. Voltage | Max. Current | " cdsection of terminals | of cable cores
2.5mm? 550V 20A 4 mm2 (12AWG) 7 3
2.5mm? 550V 20A 4 mm? (12AWG) 8 4
4mm?2 550V 30A 6 mm? (10AWG) 6 3
4mm2 550V 30A 6 mm? (10AWG) 8 4
Note:

1. Select the cable that matches the terminal block according to Table 1.

2. The working current of the conductor is in accordance with Table 45.3 of UL508.

3. CONDUIT HUB B, C, and D can be used for Interconnect equipment.When not in use, they should be
plugged with plugs.

4. This wiring diagram is a typical wiring diagram of the junction box. Customers can conduct wiring according
to the local electrical regulations according to the number of terminals.
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